
	  

 
Width 

❐  4’     ❐  6’      ❐  8’      
❐  10’      ❐  12’       
   

Depth 
❐  4’     ❐  6’     ❐  8’     
❐  10’     ❐  12’     ❐  Other ___________________     
   

Doors 
Single  Double Roll-Up 

❐  _____ 3068‡    ❐  _____ 6068     ❐  __________ wide opening   
❐  _____ 2668    ❐  _____ 5068        __________ high opening   
❐  _____ 3468   ❐  _____ 7868 Sliding 
❐  _____ 4068    ❐  _____ 8068   ❐  __________ wide opening   

         __________ high opening   
Hardware Options  

❐  Padlockable SS 2-point‡  ❐  18-inch x 18-inch   
❐  SS key locked ball knob       polycarbonate door window  Door numbers:   

❐  SS panic hardware  feet inches (wide) feet inches (high) 

   
Electrical 

❐  No electrical     
 

Conduit 
❐  None      ❐  Rigid schedule 40 PVC‡     ❐  Rigid schedule 80 PVC     
❐  Galvanized rigid   ❐  PVC coated galvanized rigid ❐  Other ___________________ 
 

Load Center 
❐  None     ❐  Other  
❐  Standard‡        Phase    Style 
     Square D single phase,       ❐  single  ❐  three         ❐  Main lug  ❐  Main breaker 

 125 A main lug, NEMA 1,     Spaces        Amps 
     12 space      ❐  12  ❐  20 ❐  24         ❐  60  ❐  100 ❐  125 
      ❐  30  ❐  40 ❐  Other         ❐  150  ❐  200 ❐  Other 
    NEMA  
      ❐  1 – metallic body        ❐  3R – non-metallic enclosure   
      ❐  3R – metallic body        ❐  3R – painted enclosure   
      ❐  3R – thermoplastic body        ❐  4X – non-metallic enclosure   

       ❐  4X – stainless enclosure   ❐  None     
 

Outlets 
❐  None     ❐  _____ 20 A GFCI with weather cover (1‡) 

 
Switches 

❐  None     ❐  Door activated     ❐  HOA     
❐  Fan‡    ❐  Light‡     ❐  3-Way     
   
   



	  

   
HVAC 

❐  None       
   

Air Conditioner 
Thru-Wall Specialty On Wall   

❐  5,000 BtuH class      BtuH      Construction 
❐  8,000 BtuH class   ❐  1,500 BtuH   ❐  NEMA 4X painted steel 
❐  10,000 BtuH class   ❐  2,500 BtuH   ❐  NEMA 4X stainless steel 

   ❐  3,500 BtuH  
   ❐  4,500 BtuH     Voltage 
   ❐  6,000 BtuH   ❐  120 VAC 
   ❐  _________ BtuH   ❐  220 VAC 
      ❐  480 VAC – 1 phase 
   ❐  Corrosion package   ❐  24 VDC 
   ❐  Heat ____________ watts   ❐  48 VDC 
   

Fan 
❐  None     ❐  Exhaust‡     ❐  Intake     
   
Standard Construction Corrosion Construction ❐  Other     

❐  585 CFM – 10-inch‡ ❐  524 CFM – 10-inch ______ CFM 
❐  800 CFM – 12-inch ❐  1,100 CFM – 12-inch  
❐  1,095 CFM – 16-inch ❐  2,005 CFM – 16-inch  
❐  1,860 CFM – 18-inch ❐  2,790 CFM – 18-inch  
❐  2,830 CFM – 20-inch  ❐  3,642 CFM – 20-inch   

   
❐  Insulating cover      
   

‡All fans include fiberglass hood and insect screen 
   

Heater 
❐  None       
   
Standard Construction Stainless Steel Construction Specialty Construction 

❐  1,500 watt ‡ ❐  500 watt  ❐  NEMA 4X  
❐  2,000 watt (240 VAC) ❐  1,500 watt ❐  __________ watts 

 ❐  2,250 watt (240 VAC) ❐  __________ VAC  
  ❐  __________ VDC 
   

Shutter 
❐  None     ❐  Exhaust ❐  Intake‡     
   
❐  10-inch x 10-inch‡ ❐  4-inch round - fixed ❐  6-inch round stainless  
❐  12-inch x 12-inch ❐  6-inch round - fixed       air operated 
❐  16-inch x 16-inch ❐  4-inch round stainless – adj.  
❐  18-inch x 18-inch   
❐  20-inch x 20-inch    
   

‡All shutters include fiberglass hood and insect screen 



	  

Lighting 
❐  None       
   

Interior 
❐  _______ 2-bulb fluorescent (1‡) ❐  _______ Skylight  
   

Exterior 
❐  42 watt ❐  Compact fluorescent ❐  Photocell 
❐  70 watt ❐  High pressure sodium ❐  Interior switch 
❐  100 watt ❐  Metal hallide  
   

Mounting 
❐  None     Cylinder holder  
❐  _____ Mounting struts (2‡) ❐  1 cylinder   
❐  Mounting panel (requires 2 struts) ❐  2 cylinders  
 ❐  3 cylinders   
 ❐  4 cylinders  
   

Customization 
Exterior color Framed opening Other 

❐  Slate gray  ❐  _________ inches       ________________________ 
❐  Alpine white      _________ inches       ________________________ 
❐  Sahara        ________________________ 
❐  Other       ________________________ 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  


